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Jeff,

"Ware, Dennis (WC) 4737" <dware@foundationcoal.com>
"Jeffrey Studenka" <jstuden ka@utah. gov>
12l18l2OOO 1:59:42 PM
RE: Crandall Canyon Shaft Water Analysis Final Report

I have attached a written account of the Crandall Canyon Upset Condition
as per your request. The signed document will be sent by mail.

Thanks for your help,

Dennis

435-472-4737

Cell 435-650-2951

From : Jeffrey Studenka [mailto:jstudenka@utah.gov]
Sent: Tuesday, December 12,2006 2:36 PM
To: Ware, Dennis (WC) 4737
Cc: Steve_Rigby@blm.gov; Borla, W. John (BE) 3406; Greene, Johnnie (PS)
5949; David Darby; Joe Helfrich; Mike Herkimer; Pete Hess; Wayne Hedberg
Subject: Re: Crandall Canyon Shaft Water Analysis Final Report

Dennis,

Thank you for the rest of the lab data. As a follow up from our meeting
on December 7th, I am requesting that you provide a written account of
the events as you described them. This can be either an e-mail or
letter to document the events and demonstrate an "Upset" condition of
your existing UPDES Permit (Part ll l.H.2). Please contact me if you
have any questions. Thank you for the prompt notifications and actions
thus far. I look forward to hearing from you and resolving this matter.

Best Regards,

Jeff Studenka
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Environmental Scientist
UPDES Permits Section
Division of Water Quality
Utah Dept. of Environmental Quality
288 North 1460 West
PO Box 144870
Salt Lake City, UT 84114-4870
phone (801)-538-6779
fax (801) 538-6016
jstudenka@utah.gov

>>> "Ware, Dennis (WC) 4737" <dware@foundationcoal.com> 12111l200o
10:46 AM >>>

For whatever reason the original message did not reach some of those it
was sent to. This will be a duplicate for some of you.

Gentlemen,

I have attached the final results of the SGS water analysis on the water
samples taken from the Crandall Canyon #2 Shaft on November 30th and
December 1, 2006. lf you have any questions or comments please give me
a call at 435-472-4737. As you are likely aware, we have decided to put
a temporary wire mesh cover over the shaft and a sturdy fence around the
perimeter and wait until spring to take any further action.

Regards,

Dennis

GG: "Pam Grubaugh-Littig" <pamgrubaughlittig@utah.gov>, "Pete Hess"
<petehess@utah.gov>
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PLATEAU MINING CORPORATION
P.O. Box 30

Helper, Utah 84526

December 14,2006

Mr. Jeff Studenka
State of Utah
Department of Environmental Quality
Division of Water Quality
288 North 1460 West
P.O. Box 144870
Salt Lake City, Utah 84114-4870

Re: Upset Condition, UPDES Permit No. UTG040012, Plateau Mining Corporation,
Willow Creek Mine, Carbon County, Utah

Dear Mr. Studenka:

Plateau Mining Corporation (PMC) experienced an Upset Condition on November 29,
2006 when water discharged from a reclaimed ventilation shaft in Crandall Canyon (see
UPDES Permit No. UTG040012, Part ilI.H.2). The discharge resulted when water in the
shaft was displaced by soil which was being pushed into the shaft to correct a safety
hazard as the shaft had recently settled a significant distance.

On November 27 , 2006 at approximately 900 hours, while Dennis Ware of PMC was
inspecting the Crandall Canyon reclamation site with Mark Greenhalgh, Project Manager
for Nielson Construction Company (NCC), it was discovered that the easterly most shaft
(shaft #2)had settled several hundred feet (the distance of settlement was estimated to be
several hundred feet based on dropping a rock and timing its decent to the bottom).
Further, water could be heard falling in the shaft. This shaft, which is 20 feet in diameter
and has a vertical depth of 1,456 feet, was backfilled as part of the reclamation of
Crandall Canyon in September of 2003. At approximately 1030 hours the Division of
Oil, Gas and Mining (DOGM) and the Bureau of Land Management (BLM) were notified
of the situation by phone followed by an email at 1050 hours. At approximately 1300
hours a site meeting was held at the shaft with representatives from PMC, NCC, The
BLM and DOGM were in attendance. It was jointly determined that the shaft opening
was a safety hazard and should be backfilled with the material available on site as soon as
possible.

At approximately 830 hours on November 28 NCC Project Manager, Mark Greenhalgh,
arrived on the site with a dozer to begin pushing the available material into the shaft.
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This work continued (slowly due to the frozen ground) until approximately 1600 hours
when work ceased for the day. At this point in time, water could be seen in the shaft.
The water was most likely that water which could be heard running into the shaft when
the shaft settlement was first discovered. (A review of the Willow Creek SMCRA Permit
found a reference (see attached page 3.7-34 from the Willow Creek Permit) to water
entering the shaft during its construction and operation from between the unconsolidated
soils and the bedrock 30 to 60 feet below the top of the shaft.) It was assumed that the
volume of the water that could be seen was minimal and that the completion of the
project would only take a short time.

The following day, November 29 at approximately 1100 hours, after a general discussion
between PMC, NCC Equipment Operators (the Project Manager was unable to be on site
due to a prior commitment) began pushing material into the shaft. At approximately
1200 hours, water that was in the shaft began to spill into the Crandall Canyon channel as
it was displaced from the shaft by the material being pushed in. The Equipment
Operators continued to push material into the shaft displacing the water until
approximately 1600 hours when, puzzled by the fact that the material being pushed into
the shaft had not come to the surface, stopped their activities to access the situation. They
dropped a 180 foot rope into the shaft and it did not hit bottom. The Equipment
Operators then drove out of Crandall Canyon to contact the Prqect Manager. As the
Equipment Operators left the canyon they noticed that the water that had been displaced
from the shaft had flowed all the way down Crandall Canyon to the Price River, a
distance of approximately I % miles. The Equipment Operators notified the Project
Manager of the situation who in turn instructed them to cease operations. The NCC
Project Manager attempted to contact Dennis Ware of PMC but was unable to do so until
approximately 730 hours on November 30th.

Dennis Ware, on November 30, immediately after hearing of the upset condition drove to
Crandall Canyon to inspect the situation. At approximately 1030 hours, after having
made the onsite visit, Dennis attempted to contact the DOGM inspector for the Willow
Creek Mine at the Price Field Office who was not available. After returning to Crandall
Canyon Dennis Ware collected a water sample at 1320 hours. For safety reasons the
water sample had to be taken by tying a water bottle to a rope and lowering it into the
shaft and retrieving it by pulling it up the embankment. This method of sampling likely
introduced additional earthen material into the sample. At the same time the water
sample was taken, a well sounding tape was lowered into the water standing in the shaft
and the bottom was detected at 488 feet below the surface.

The next morning, December 1, at approximately 1000 hours Dennis Ware notified Mr.
Jeff Studenka from the State Division of Water Quality of the upset condition. Also, at
1100 hours on December l, an additional water sample was taken because the quantity of
water taken on November 30 was not enough to run all the quality parameters requested
by PMC. Also on December 1, both Peter Hess and Karl Housekeeper of the DOGM
Price Office were able to return the calls made by PMC and they were both notified of the
upset condition.
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The exact quantity of water which entered the Price River from this upset condition rs
unknown. Mr. Mark Greenhalgh, Project Manager from NCC estimates that the
Equipment Operations ripped, gathered and pushed for approximately four hours while
water was being displaced. He further estimates that the quantity of material pushed into
the shaft while water was being displaced was from 400 and 600 cubic yards. The
quantity water that made it down the Crandall Canyon drainage, approximatelyl % miles,
and spilled into the Price River is unknown.

The preliminary results of the water quality analysis was provided to DOGM and DWQ
on December 5 and the final water quality was provided on December llth. PMC, not
knowing exactly what quality parameters would be required, had all parameters analyzed
that the SGS lab in Huntington, Utah was capable of performing.

Had either NCC's Project Manager or PMC's Dennis Ware been on site when the water
began to spill the project would have been halted. NCC's Project Manager, who had
taken on this job in Crandall Canyon on an emergency basis, was required at a previous
commitment and Dennis Ware from PMC was tied up with family medical issues that
afternoon. NCC's Equipment Operators did not recognize the potential problem with the
discharge of the water and therefore followed their previous instructions to backfill the
shaft.

Following this upset condition PMC, for safety reasons, has covered the shaft with wire
mesh, constructed a six foot chain link fence around the shaft and will wait until spring to
determine the next step in the process. No fuither water will be removed from the shaft
without the prior approval of both DOGM and DWQ.

If DWQ has any questions or needs additional information, please do not hesitate to
contact me at (435) 472-4737.

Sincerely,

Dennis N. Ware
Controller and Administrative Manager

cc: Pamela Grubaugh-Littig, UDOGM, SLC Office
cc: Peter Hess, UDOGM, Price Office


